OFFICIAL WEBSITE LINKEDIN YOUTUBE FACEBOOK
1 3 v . i

DEGSON'S PCB terminal blocks with innovative Dual-Lever Spring termination can connect various types of wires: solid, stranded and
flexible.

PUSH-IN spring connection Dual-Lever Spring Self-locking snap design Test holes & Printing  Protected against mis-mating

patented technology

v Dual-Lever Spring patented technology, easy and comfortable operation.

v Push-in spring connection, excellent anti-vibration performance, tool-free.

v Self-locking snap design, providing a more reliable connection without
increasing the space on both sides.

V Levers status is optional (open/close), suitable for multi-core cable.

v Test holes available, quick and convenient testing.

v Horizontal and vertical type, convenient for customer wiring selection.

Application

Servo driver, new energy, machinery, instrument, etc.

Coding star (2EDG-PWI)

DEGSON ELECTRONICS CO., . www.degson.com Tel: +86-400-885-2488 E-mail: sale@degson.com
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Dimension Drawing

TE[ELE [EErE
Hl A 2 [k 5
i Lo ] se8p [2 :88n @
fmy="=Na Bk 4 o o
. LPJ 1.20£0.03
7.62X(N-1) "6.50
7.62x(N-1)+10.5
/| 8 1.62X(N-1)+10.5
IS = e 7.62X(N-1)g 50
M f MO N & o o pr o o ©fw \ 7 |7.62,
S q Lot fpoc 5 55— g (LR, ||
iy canilasy casy ans FRAIFRIRRIRR - 2 N FE o E g CIRGRT.
oo T o e 51 e e | g S ’ —| <
[7.62] 7.62x(N-1) SRR J ‘._47.62)((!\.1-1) 6.50 |\ 7-62X(N-1 T 3
7.62xN+1.90 ® o0 A e b
5EDGKDL-7.62 5EDGRL-7.62 5EDGVL-7.62
Technical Data [ \{H
IEC60947 standard electrical parameters
Overvoltage category / Degree of pollution m/3 m/2 II/2
Rated voltage 800V 1000V 1000V
Rated surge voltage 8KV 8KV 8KV
Rated current 41A
Cross section: solid 0.2-10mm?
Cross section: stranded 0.2-6mm?
Cross section: stranded 0.2-6mm?2 ( The ferrule with plastic sleeve )
UL1059 standard electrical parameters
Use group B o] D
Rated voltage 600V 600V
Rated current 42A 42A /
Cross section 20-8AWG
Other information
Pitch 7.62mm
Stripping length 11-13mm
Probe ®2.0mm
Insulation material PA
Flammability rating UL94V-0
Ambition temperature -40-105°C
Poles 02-12P

Soldering type

Wave soldering/manual soldering

5EDGKDL - 7.62

Series NO.

Pitch

02pP —

NO. of pole

X X — 0 0 AH
’_[ Standard
1 Single pitch General Color

2 Double pitch 4

Green

PANTONE
DEGSON

556C
04
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